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Heckler Fabrication and Mining Equipment is a manufacturer of customized gold recovery equipment designed using the knowledge gained through scientific research, the experience of three generations’ mining experience, and monitored through a stringent Quality Management effort.
Heckler Fabrication is a family owned operation that can trace its roots to the efforts of Clifford
Hills in the 1950’s in Foresthill, California. Realizing that the machinery available at the time could
stand improvement, he designed and built his first gold recovery unit. This soon expanded under the efforts of his son under Donco Manufacturing that operated during the 1970’s to 1990’s that refined this
equipment to the extent that is was soon in use from California to Alaska (with much of the equipment
still being in use today). While the effort paused momentarily upon his retirement, it was soon reinitiated by his sons who have taken the reins of the family’s business. The result is a company that
bases itself on the cumulative knowledge, skills, and experience of three generations of gold miners that
can demonstrate over 111 years’ total experience.
While the company began with modest roots, it has realized considerable success. The company
which began with the construction of equipment for its own use soon saw its product line expand to several machines. The quality of these machines (a result of a rigorous approach to Quality Management)
has led to the company’s production tripling over the past two years and to the point where the company
is now planning to double its manufacturing capacity within the next two years.
While the company’s initial equipment continues to offer smaller-scale solutions (such as the
Portable Gold Trommel Model 159 that can handle up to 10 tons per hour), the company produces
plants that can process up to 60 tons per hour. While the level of capacity has increased, the plants continue to evolve to become increasingly environmentally friendly, including methods of water recycling
and reclamation in addition to their chemical-free processing methods. The result is equipment that can
achieve significant recovery levels while facilitating the reclamation efforts post-mining operations. Additionally, the demand for these products has led Heckler Fabrication to a position where they can now
offer the equipment globally.
In addition to fabrication and global delivery, the company offers to assist in the commissioning,
training and monitoring of the equipment through on-site consultancy. By taking the approach of operating as part of the overall mining effort, the company gains significant insight into the performance of
its equipment in the field while its clients benefit from having highly capable and experienced experts
available to assist in training, maintenance, and performance management.
Our selection of Portable Gold Trommels are designed for commercial mining. These units are
versatile & mobile placer processing plants that are virtually "plug and play". Each model of the trommels are self contained, portable units that are well suited for small to large scale commercial mining,
exploration or batch sampling operations. Their mobility is specially suited to move up and down the
alluvial plain, moving the plant to the ore instead of excavating and hauling ore to a stationary plant.
The plants can shift location on the fly taking only minutes to reposition using the 4 leveling jacks. The
Portable Trommel Units feature exceptional fine gold recovery and are Very unique and efficient plants.
Easy to operate with low maintenance, they are extremely durable and dependable, perfect for hassle
free service at remote locations. The trommels come standard with 4 very sturdy long travel screw jacks
to help adapt to most any angle required that also rotate up for transport. These trommels can be customized in a variety of ways to suit the required needs of the operation.

Heckler Fabrication

Page 2

The "159" Portable Gold
Trommel
by Heckler
Fabrication
sports916-782a 2 stage - 15" Diameter Barrel
Page
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Order
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with an overall length of 10'. Inside the 4' “scrubber" section of the barrel are heavy duty slurry turn
plates and dams to hold the slurry in the barrel for better clay breakdown.1777
The screen section of the
barrel classifies to 1/2" minus and is 5' in length giving 2,826 sq. inches of overall screen area [nearly
twice the screen area of the competition’s larger models]. Inside the barrel is a full length 2"diam. spray
Headingand easily removable for cleaning. All this is mounted to a sturdy long
bar system that is fully Main
adjustable
lasting tow-able chassis with a telescopic, removable hitch tongue.
Included with the "159" Gold Trommel is a complete and ready to run 2-stage sluice measuring in at
18"w x 10' long. Mounted to one of our durable 1" square tube frames with 6 fully adjustable legs.
Also, shown here is the removable long discharge chute that stows for transport. The "159" Trommel is
powered by a gas driven engine with a 6-1 reduction gear box driving a #40 chain drive reduction system for a long dependable service life. Final drive is adjustable between 9-19 rpm.
The main adjustable feed hopper offers a large opening measuring 48"W x 84"L and the removable
"grizzly" classifies to an initial size of 2.5" and comes complete with a full width adjustable 2" diam.
Spray-bar system. Both spray bars are set on their own gate valves for the ultimate in adjustability.
For our Canadian consumers a skid system is needed to alleviate import issues.*
*(There is an additional charge for the addition of skids)

All units can be shipped worldwide in a standard 20' sea container.

Heckler Fabrication

Page 3

Heckler Fabrication

Page 4

The "2410" Portable Trommel Wash Plant is designed for commercial mining. This unit is a versatile &
mobile placer processing plant that is virtually "plug and play". It is a self contained, portable unit that
is well suited for small/medium scale commercial mining, exploration or batch sampling. Its mobility is
specially suited to move up and down the alluvial plain, moving the plant to the ore instead of excavating and hauling ore to a stationary plant. The plant can shift location on the fly taking only minutes to
reposition using the 4 leveling jacks. The "2410" features exceptional fine gold recovery and is a Very
unique and efficient plant. Easy to operate with low maintenance, it is extremely durable and dependable, perfect for hassle free service at remote locations.
The model "2410" Portable Trommel wash plant is based on a custom heavy duty twin axle chassis that
enables easy maneuverability in tight situations and is complete with a telescoping hitch tongue that is
easily removable for added security.
The standard model "2410" Trommel Wash Plant is powered by a gas driven engine driving an over
sized chain drive reduction system for a long dependable service life. Final drive is adjustable between 6
-13 rpms. The Wash Plant sports a 2 stage / 2-piece - 24" Diameter Barrel with an overall length of 10'.
Inside the 4' "scrubber" section of the barrel are heavy duty slurry turn plates and dams to hold the
slurry in the barrel for better clay breakdown. The screen section of the barrel classifies to 1/2" minus
and is 5' in length giving 4,521 sq. inches of overall screen area [ 2.5 times more screen area of other
similar sized wash plants on the market. ]
In the tail section of the barrel are two "nugget catch" rings for retention of over-sized values. Inside
the barrel is a full length 2"diam. spray bar system that is fully adjustable and easily removable for
cleaning. Not shown is a removable long barrel discharge chute that stows for transport.
The main hopper is fully adjustable in angle enabling better feed rate adjustment as well as wash duration of oversize material before discard. The hopper features a large feed area measuring in at 60"W x
84"L and the removable "grizzly" classifies to an initial size of 4" and comes complete with two full
width adjustable 2" diam. spray bars. All three spray bars for this unit are set on their own gate valves
for the ultimate in water flow adjustment.
Included with the "2410" Gold Trommel is a complete and ready to run 2-stage sluice measuring in at
24"w x 10' long. Mounted to one of our durable 1in. x 2in. rectangle tube frames with 6 fully adjustable
legs. We offer many other different options of sluice box configurations for this model, as well as Jig options.

Please Call or Email for Manufacture Lead Times
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2410-EX with extended scrubber
barrel section shown
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The "3610" Portable Trommel Wash Plant is designed for commercial mining. This unit is a versatile & mobile placer
processing plant that is virtually "plug and play". It is a self contained, portable unit that is well suited for small/
medium scale commercial mining, exploration or batch sampling. Its mobility is specially suited to move up and down
the alluvial plain, moving the plant to the ore instead of excavating and hauling ore to a stationary plant. The plant can
shift location on the fly taking only minutes to reposition using the 4 leveling jacks. The "3610" features exceptional fine
gold recovery and is a Very unique and efficient plant. Easy to operate with low maintenance, it is extremely durable
and dependable, perfect for hassle free service at remote locations.
The model "3610" Portable Trommel wash plant is based on a custom heavy duty twin axle chassis that enables easy
maneuverability in tight situations and is complete with a telescoping hitch tongue that is easily removable for added
security.
The standard model "3610" Trommel Wash Plant is powered by a gas driven engine driving an over sized chain drive
reduction system for a long dependable service life. Final drive is adjustable between 6-13 rpms. The Wash Plant sports
a 2 stage / 2-piece - 36" Diameter Barrel with an overall length of 10'. Inside the 4' "scrubber" section of the barrel are
heavy duty slurry turn plates and dams to hold the slurry in the barrel for better clay breakdown. The screen section of
the barrel classifies to 1/2" minus and is 5' in length giving 6,782 sq. inches of overall screen area [ 2.5 times more
screen area of other similar sized wash plants on the market. ]

In the tail section of the barrel are two "nugget catch" rings for retention of over-sized values. Inside the barrel is a full
length 2"diam. spray bar system that is fully adjustable and easily removable for cleaning. Not shown is a removable
long barrel discharge chute that stows for transport.
The main hopper is fully adjustable in angle enabling better feed rate adjustment as well as wash duration of oversize
material before discard. The hopper features a large feed area measuring in at 60"W x 96”-120"L and the removable
"grizzly" classifies to an initial size of 5" and comes complete with two full width adjustable 2" diam. spray bars. All
three spray bars for this unit are set on their own gate valves for the ultimate in water flow adjustment.
Included with the "3610" Gold Trommel is a complete and ready to run 2-stage sluice measuring in at 36"w x 10'
long. Mounted to one of our durable 1in. x 2in. rectangle tube frames with 6 fully adjustable legs. We offer many other
different options of sluice box configurations for this model, as well as Jig options.

Please Call or Email for Manufacture Lead Times

Heckler Fabrication

Page 7

Heckler Fabrication

Page 8

The Mini Trommel is an extremely portable and versatile unit that can be towed behind an ATV. The unit has a wide stance
and good center of gravity with good ground clearance which is perfect for difficult terrain. The durable pneumatic tires are
15.5 inch in diameter and come with sealed bearings [ .Also offered is an optional ATV tire/axle combination for even better
maneuverability off road ]. The tow bar is removable by way of a 1/2 inch hitch pin. The Mini can be easily set up and ready
to run in a matter of minutes. The legs are fully adjustable in height to compensate for varying terrain & also to adjust material processing rates. The Mini can be disassembled into its major components in under 1 minute to facilitate loading &
unloading by one person into/out of a standard truck bed or trailer, this also enables packing into remote locations as
well. The all steel frame is fully triangulated for maximum durability while still reaming light weight enough to maneuver
the unit by hand. The unit is powered by a Gas driven motor with a 6-1 reduction box with a heavy duty skid plate underneath [ other options available such as Diesel or Electric barrel drive as well. ] The fuel tank is remote mounted & comes
with an inline fuel filter. The heavy duty positive chain drive system utilizes sealed unit bearings and is fully adjustable in
tension both at the motor as well as the barrel. The drive system is geared for 6-13 RPM and is strong enough to process full
loads at idle.
The Feed Hopper comes with a full spray bar system with a "pusher jet" for quick and easy processing of materials as well
as excellent material washing. The Feed Hopper is fully removable with four 3/8 inch locking pins and can be quickly exchanged with either of our optional quick release 3 inch or 4 inch Dredge Adapters. The removable Dredge Adapter is designed to feed directly into the barrel without the need for the Feed Hopper. The 2-stage barrel is 6 foot in total length and 15
inch in diameter. The "Scrubber" section of the barrel is 24 inch in length and is loaded with a full array of slurry "turn
plates" [material lifting bars] as well as slurry dams, both of which enable excellent clay and cemented gravel break down
and washing. This unit has one of the best working "Scrubber" sections available for a unit this size and helps level out the
material "surging" that is common with shorter barrels. The screen portion of the barrel is 36 inch in length and is manufactured from perforated steel [punch plate] with the highest percentage of "open area" available to help produce some of the
highest Tons per Hour numbers available to the open market. Classification hole size is 1/2 inch standard with other sizing
options available upon request. The tail section of the barrel contains two of our "Nugget rings" for retention of over sized
values. Not shown is the safety cover over the gearing on the barrel. The water delivery system consists of an adjustable angle
- full length spray bar inside the barrel that is easily removable by way of two quick release pull pins and is fully adjustable
in flow rate with its own gate valve. The Feed Hopper also contains a perimeter spray bar that is also easily removable as
well as adjustable in angle and also comes with its own gate valve for flow adjustment. The Hopper spray bar also contains a
"pusher" jet to aid in consistent material feed when shoveling or feeding by bucket. The Hopper also has a quick release
safety cover to protect the spray bar from damage and provides a sturdy place to "bang" the shovel clean or rest a bucket.
This unit will easily process 2- 3.5 full five gallon buckets of material per minute so we felt there was no real need for a
"bucket rest" feature in or on the Feed Hopper for this unit [though available as an option]. The water distribution box also
has a connection for a wash out hose. The included sluice box measures in at 60 inches long by 10 inch wide and is more than
adequate at keeping up with the feed rate associated with this Trommel unit. Standard riffle design is a "50/50" mix of 3#
Gratex [large expanded] and Hungarian style riffles that have varied spacing and heights to ensure great recovery percentages of values. We can also custom tailor the sluice recovery system to the specific recovery needs of your particular operation as well. Also included with the sluice is one of our infamous "Bubble Brushes" to virtually eliminate bubbles in the
slurry and also provides a smooth flow transition to the riffles. The sluice comes with a full square tube "ladder" style frame
and fully adjustable legs to enable ease of adjustment of sluice angle. When setting up for operation, the sluice can be
mounted on either side of the Trommel unit with a single 3/8 inch grade 8 quick release mounting pin which allows for ease
of adjustment to most any angle. When in transport the Sluice box is mounted to the top of the Trommel frame and strapped
down for safety.

Please Call or Email for Manufacture Lead Times
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Standard quick release chain
safety cover
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Heckler Fabrication is proud to offer one of the only commercially produced MiniTrommel washplants manufactured in the USA powered by a Diesel drive system for those customers where Gasoline is not readily available.

Optional: Quick release Dredge hose adapter
3 inch & 4 inch available. (Shown Above)

Please Call or Email for Manufacture Lead Times

To Order Call: 916-782-1777
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Standard Models

Unit # 159 Portable Gold Trommel (Optional: Add Pump Package A, B, or C)
Includes: “Standard” adjustable Feed Hopper, Gas drive motor
Base pricing: $10,860
Unit # 2410 Portable Gold Trommel (Optional: Add Pump Package T1, T2, or T3)
Includes: “Standard” adjustable Feed Hopper, Gas drive motor with electric start
Base pricing: $19,800
Unit # 3610 Portable Gold Trommel (Optional: Add Pump Package T1, T2, or T3)
Includes: “Standard” adjustable Feed Hopper, Gas drive motor with electric start
Base pricing: $29,400
Unit # Mini Portable Gold Trommel (Optional: Add Pump Package A, B, or C)
Gas drive motor Includes: 60 inch long sluice box standard
Base pricing: $3,900
(For Canada purchases please call for shipping restrictions)

International Diesel Models
Unit # 159-I Portable Gold Trommel (Optional: Add Pump Package D)
Includes: “Standard” adjustable Feed Hopper, Diesel drive motor with electric start

Base pricing: $13,449

Unit # 2410-I Portable Gold Trommel (Optional: Add Pump Package 1D, 2D, or 3D)
Includes: “Standard” adjustable Feed Hopper, Diesel drive motor with electric start

Base pricing: $22,289

Unit # 3610-I Portable Gold Trommel (Optional: Add Pump Package 1D, 2D, or 3D)

Includes: “Standard” adjustable Feed Hopper, Diesel drive motor with electric start

Base pricing: $32,650

Unit # I Mini Portable Gold Trommel (Optional: Add Pump Package A, B, or C)
Diesel drive motor Includes: 60 inch long sluice box standard

Base pricing: $4,600

(For Canada purchases please call for shipping restrictions)

Electric Models
Unit # 159-E Portable Gold Trommel
Includes: “Standard” adjustable Feed Hopper, all electric drive motor

Base pricing: $11,860

Unit # 2410-E Portable Gold Trommel
Includes: “Standard” adjustable Feed Hopper, all electric drive motor

Base pricing: $21,789

Unit # 3610-E Portable Gold Trommel
Includes: “Standard” adjustable Feed Hopper, all electric drive motor

Base pricing: $32,298

Unit # E Mini Portable Gold Trommel
all electric drive motor Includes: 60 inch long sluice box standard

Multi-Unit Purchase Discounts Available

(manufacture lead time will vary with quantity purchased)

Base pricing: $4,500

To Order Call: 916-782-1777
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Custom Options
Unit # 159

Extended scrubber barrel section w/ turn-plates/dams/additional frame length
(doubles length of scrubber section)
Vibrating Feed Hopper
Fender Kit
Trailer Brakes /w Lights Kit
Sluice Box locking security screens
Extended Sluice box length (additional 24in)
Spare Parts Kit

$1,900
$6,000
$250
$415
$300
$250
$360

Unit # 2410
Extended scrubber barrel section w/ turn-plates/dams/additional frame length
(doubles length of scrubber section)
Vibrating Feed Hopper
Fender Kit
Trailer Brakes /w Lights Kit
Sluice Box locking security screens
Extended Sluice box length (additional 24in)
Spare Parts Kit

$3,000
$7,600
$375
$575
$450
$325
$499

Unit # 3610
Extended scrubber barrel section w/ turn-plates/dams/additional frame length
(doubles length of scrubber section)
Fender Kit
Trailer Brakes /w Lights Kit
Sluice Box locking security screens
Extended Sluice box length (additional 24in)
Spare Parts Kit

$4,500
$250
$575
$550
$450
$499

Mini-Trommel
ATV Tire/axle addition
Small DOT Trailer
Honda Motor
Dredge Hose Adapter (3in)
Dredge Hose Adapter (4in)

$530
$490
$109
$195
$230

(For Canada purchases please call for shipping restrictions)

To Order Call: 916-782-1777
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Pump Package “A”

Includes: Self priming 3" Honda pump -[310gpm commercial grade], 3" foot valve, 50' “red" HD 3” layflat, 8' of 3” pump suction hose, "camlok" hose fittings
Unleaded Fuel Only

3" Honda trash pump kit [complete]: - $2957

Pump Package “B”
Includes: 4" Duramax 9hp - [427gpm pump],4" foot valve, 50' "blue" 4" layflat, 8' of 4" pump suction hose
"camlok" hose fittings
Unleaded Fuel Only

4" Duramax trash pump kit [complete]: - $1091

Pump Package “C”
Includes: Subaru 6hp w/ 2” – [350gpm pump], 3" foot valve, 50' "red" HD “2” layflat, 8' of 3" pump suction hose
"camlok" hose fittings
Unleaded Fuel Only

2” Subaru centrifigal [high pressure] pump kit [complete]: - $2184

Pump Package “T1”
Includes: Multiquip 4” – [555gpm pump], 4" foot valve, 50' "red" HD 4” layflat, 8' of 4" pump suction hose
"camlok" hose fittings
Unleaded Fuel Only

4" Multiquip trash pump kit [complete]: - $3610

Pump Package “T2”
Includes: Honda 4” – [570gpm pump], 4" foot valve, 50' "red" HD 4” layflat, 8' of 4" pump suction hose
"camlok" hose fittings
Unleaded Fuel Only

4" Honda trash pump kit [complete]: - $3393

Pump Package “T3”
Includes: IPT [Honda Powered] 4” – [630gpm pump], 4" foot valve, 50' "red" HD 4” layflat, 8' of 4" pump suction hose,
"camlok" hose fittings
Unleaded Fuel Only

4" IPT trash pump kit [complete]: - $4150

Pump Package “D”
Includes: Self priming 3" Multiquip Diesel pump -[383gpm, commercial grade], 3" foot valve, 50' "red" HD 3” layflat, 8'
of 3” pump suction hose, "camlok" hose fittings

3” Diesel Multiquip pump kit [complete]: -

$3953

Pump Package “1D”
Includes: Suburu 4” Diesel pump -[449gpm, commercial grade], 4" foot valve, 50' "red" HD 4” layflat, 8' of 4” pump suction hose, "camlok" hose fittings

4” Diesel Suburu pump kit [complete]: -

$4983

Pump Package “2D”
Includes: Multiquip 4” Diesel pump -[526gpm, commercial grade], 4" foot valve, 50' "red" HD 4” layflat, 8' of 4” pump
suction hose, "camlok" hose fittings

4” Diesel Multiquip pump kit [complete]: -

$6686

Pump Package “3D”
Includes: Yanmar 4” Diesel pump -[600gpm, commercial grade], 4" foot valve, 50' "red" HD 4” layflat, 8' of 4” pump suction hose, "camlok" hose fittings

4” Diesel Yanmar pump kit [complete]: -

$7297

We custom manufacture "turn key" Trommel wash plants, as well as "Shaker" style wash plants &
Highbankers, Dredges or Sluice Boxes of any size and shape. Or modify & optimize your existing
system, with one of our hoppers or any type of riffle design for just about any type/size material you can
think of!
We specialize in AFFORDABLE High Percentage Gold Recovery.
CALL US @ 916-782-1777
or EMAIL us @ sales@hecklerfabrication.com
Our recommendations and advice are always free.
If you don't see what your looking for: CONTACT US!
If we don't have it, We can build it.

10 things that should be considered when purchasing any type of gold recovery equipment:
1. Processing rate [through-put].
2. Accuracy of gold recovery for given processing rate.
3. Recovery style: gravity, hydraulic, vortices, etc.
4. Durability [longevity] of unit.
5. Resistance to riffle scouring.
6. Classification size & method.
7. Type/size of material feed system [hopper, etc.] you are wanting.
8. How you'll feed the unit, (IE: shovel, bucket, hand, mini excavator, backhoe, large excavator.)
9. Type [shape] and size of gold [historically] in the area.
10. Your local laws and regulations regarding mineral mining.

The considerations listed above will aid you in making a more informed decision on purchasing the right equipment
the first time.

For further details and options please contact us at:
www.hecklerfabrication.com
Email: greg.h@hecklerfabrication.com
Phone: 916-782-1777
Heckler Fabrication

